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Abstract


Abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde. Abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde.
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1 Introduction


Abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde[1]. Abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde.

2 Experimental Procedures
2.1 Starting Materials
Fig. 1 shows abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde. Abcde abcde abcde abcde abcde abcde.
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Fig. 1 Caption for figure 1
Abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde.
2.2 Testing Methods

Table 1 shows the abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde. Abcde abcde abcde abcde abcde abcde 2 200 kg·m-3. Abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde[2]. 
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abcde abcde abcde abcde abcde abcde. Abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde.
3 Results and Discussion

3.1 Results

Equation (1) can be transformed as follows: 
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Abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde.
3.3.1 XRD analysis

Abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde Abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde.
3.2 Discussion

Abcde abcde abcde abcde abcde abcde abcde abcde abcde Abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde.

4 Conclusions


Abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde abcde.
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